
(REFLECTIVE SIDE FACING
 LIGHT WELL)

PROFILE

(OPENING IN THE ROOF)

w/ WOOD FRAME,

MOVABLE SHADE 
& REMOTE CONTROL

(OPTION)

(OPTION)

TYPICAL

ADS - 600 INSTALLATION PROFILE

1. INSTALL ADS - 600  PER LOCAL BUILDING CODES.

2. USE LICENSED BUILDING CONTRACTORS ONLY.

1181 x 1181 = 46 1/2"x46 1/2"

1172 (GRILLE)

CURB(2"x8"
NOMINAL LUMBER)

TYPIACL ROOF

 SAFETY GRILLE & BRACKET

1/2 IN. CELO-TEX (4 SIDES)

1170 (PRYRAMID LENS)

1220x1220 (FLAT LINS SIZE)=48"x48"

ROOF RAFTER

LIGHT FRAME

PYRAMID LENS

1261x1261 = 49 1/2 x 49 1/2"

CONTROL BOX

ADS-600 DOME

ADS MIRRORS
ASSEMBLY

INNER& 
OUTER
FRAMES

SHADING UNIT

DRIVE SHAFT of GEAR BOX

PV Cell

Hanging Hook
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1295 x 1295 =50 63/64"x 50 63/64"
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DESIGN

DRAWN
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REV.

(22.0 in X 32.0 in -'D' SIZE)

FINISH

ADS FULL ASSEMBLY

1/5
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